Architectual Elite Series - ESR :?\M.ERICAN
External Single Revolving Saf L A G P OLE
Rope Halyard PRIDE. QUALITY. TRADITION.
Ground Set Installation
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Spun Collar Heavy Duty Cleat
Accessory Specifications
Satin Aluminum (02), Standard Gold Anodized
Ball (90056-002), Standard Spun Collar
. . (94508-002), Standard 9" Heavy Duty Aluminum
= Cleat (90037S)
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= G Wall Thickness
|‘§ Alloy 6063-T6 Tapered Aluminum Tube
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Cleat (97) Cast Aluminum with 1/4"-20NC
Flat Head Stainless Steel Self Drilling Screws.
Field Installed. (Security Options Available -
— H See Specification Box)
E Butt Diameter
o
S Spun Aluminum Collar
(Options Available - See Specification Box)
Perimeter caulked by Installer.
2" Cap - Cement or Waterproof Compound
and Hardwood Wedges (By Installer)
Ground Sleeve Assembly - 16 Gauge Galvanized Steel Tube
Tamped Dry Sand (By Installer) Note: Foundation design
3/16” Steel Plate Welded to Sleeve | "t included: Foundation

dimensions should be
3/16” Steel Support Plate determined by a qualified
Lightning Spike - Engineer familiar with site

il conditions.
3/4" Diameter Steel Rod RRREEEES




