Courtyard Series - ESS :?\M.ERICAN
External Single Stationary osaf LAG P OTLE
Rope Halyard PRIDE. QUALITY. TRADITION.
Ground Set Installation

F Top Diameter <—— Ornament
(Options Available - See Specification Box)
A A A o

! Cast Aluminum Stationary Truck
Tapped for 1/2”-13NC Threads
with Stainless Steel Set Screws
and One (1) Aluminum Pulley

Gold Anodized

<«— Halyard, #10 (5/16” Diameter)
Braided Polypropylene Rope

b~ €— Two (2) Stainless Steel Swivel Snap Hooks | >
with Neoprene Covers ‘ !%-

Spun Collar Heavy Duty Cleat

D Taper Length

A Mounting Height

Accessory Specifications
Satin Aluminum (02), Standard Gold Anodized
Ball (90056-001), Standard Spun Collar
(94508-001), Standard 9" Heavy Duty Aluminum
Cleat (90037S)

C Total Length

G Wall Thickness
Alloy 6063-T6 Tapered Aluminum Tube

Field Installed. (Security Options Available -

Cleat (9”) Cast Aluminum with 1/4"-20NC
/ Flat Head Stainless Steel Self Drilling Screws.
| See Specification Box)

E Butt Diameter

4l - 6"

Spun Aluminum Collar
(Options Available - See Specification Box)
Perimeter caulked by Installer.

2" Cap - Cement or

(By Installer) not included. Foundation

dimensions should be
PVC Ground Sleeve determined by a qualified

Engineer familiar with site
Tamped Dry Sand soil conditions.

(By Installer)

B
Set Depth >|<




