Monarch Series - ICC EAM.ERICAN
Internal Cam Cleat L F LA GPOLE
Rope Halyard PRIDE. QUALITY. TRADITION.
Ground Set Installation

<—— Ornament

F Top Diameter (Options Available - See Specification Box)

A A A *.H\ Cast Aluminum Revolving Truck Assembly

with Aluminum Spindle, Stainless Steel Ball Bearings
(Sealed Bearings on Flagpoles 50° and Over),

Brass Bushing, and Removable Hood

Gold Anodized Satin Aluminum
<« Halyard, #10 (5/16" Diameter)

Braided Wire Center Polypropylene Rope

A Mounting Height
D Taper Length

Spun Collar

Accessory Specifications

Satin Aluminum (02), Standard Gold Anodized
Ball (90056-003), Standard Spun Collar
(94508-003)

G Wall Thickness
Alloy 6063-T6 Tapered Aluminum Tube

C Total Length

Flush Access Door with Compression Lock,
Continuous Piano Hinge, and Manually
Operated Cam Cleat

E Butt Diameter

4r _ 6"

(Options Available - See Specification Box)
Perimeter caulked by Installer.

/ Spun Aluminum Collar

2" Cap - Cement or Waterproof Compound
b ; and Hardwood Wedges (By Installer)

Ground Sleeve Assembly - 16 Gauge Galvanized Steel Tube
Tamped Dry Sand (By Installer) Note: Foundation design

Set Depth}l<

not included. Foundation
3/16” Steel Plate Welded to Sleeve | dimensions should be
» determined by a qualified
3/16" Steel Support Plate Engineer familiar with site
Lightning Spike - soil conditions.
3/4" Diameter Steel Rod

=, <€ Two (2) Stainless Steel Swivel Snap Hooks p 4

J \ with Neoprene Covers » g :
Counterweight and Beaded Retainer Sling

I

6!'

1 2"



